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(n) Mobile equipment shall not be
left unattended unless the brakes are
set. The wheels shall be turned into a
bank or berm, or shall be blocked,
when such equipment is parked on a
grade.

(o) Lights, flares, or other warning
devices shall be posted when parked
equipment creates a hazard to vehic-
ular traffic.

(p) Dippers, buckets, scraper blades,
and similar movable parts shall be se-
cured or lowered to the ground when
not in use.

(a) Shovel trailing cables shall not be
moved with the shovel dipper unless
cable slings or sleds are used.

(r) Equipment which is to be hauled
shall be loaded and protected so as to
prevent sliding or spillage.

(s) When moving between work areas,
the equipment shall be secured in the
travel position.

(t) Any load extending more than 4
feet beyond the rear of the vehicle body
should be marked clearly with a red
flag by day and a red light at night.

(u) Tow bars shall be used to tow
heavy equipment and a safety chain
shall be used in conjunction with each
tow bar.

(v) Railroad cars shall be kept under
control at all times by the car dropper.
Cars shall be dropped at a safe rate and
in a manner that will insure that the
car dropper maintains a safe position
while working and traveling around
the cars.

(w) Railroad cars shall not be coupled
or uncoupled manually from the inside
of curves unless the railroad and cars
are so designed to eliminate any hazard
from coupling or uncoupling cars from
inside of curves.

(x) Persons shall wear safety belts
when dropping railroad cars.

(y) Railcars shall not be left on
sidetracks unless ample clearance is
provided for traffic on adjacent tracks.

(z) Parked railcars, unless held effec-
tively by brakes, shall be blocked se-
curely.

(aa) Railroad cars and all trucks
shall be trimmed properly when they
have been loaded higher than the con-
fines of their cargo space.

(bb) When the entire length of a con-
veyor is visible from the starting
switch, the operator shall visually
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check to make certain that all persons
are in the clear before starting the con-
veyor. When the entire length of the
conveyor is not visible from the start-
ing switch, a positive audible or visible
warning system shall be installed and
operated to warn persons that the con-
veyor will be started.

(cc) Unguarded conveyors with walk-
ways shall be equipped with emergency
stop devices or cords along their full
length.

(dd) Adequate backstops or brakes
shall be installed on inclined-conveyor
drive units to prevent conveyors from
running in reverse if a hazard to per-
sonnel would be caused.

(ee) Aerial tram conveyor buckets
shall not be overloaded, and feed shall
be regulated to prevent spillage.

§77.1608 Dumping facilities.

(a) Dumping locations and haulage
roads shall be kept reasonably free of
water, debris, and spillage.

(b) Where the ground at a dumping
place may fail to support the weight of
a loaded dump truck, trucks shall be
dumped a safe distance back from the
edge of the bank.

(c) Adequate protection shall be pro-
vided at dumping locations where per-
sons may be endangered by falling ma-
terial.

(d) Grizzlies, grates, and other sizing
devices at dump and transfer points
shall be anchored securely in place.

(e) If truck spotters are used, they
shall be well in the clear while trucks
are backing into dumping position and
dumping; lights shall be used at night
to direct trucks.

Subpart R—Miscellaneous

§77.1700 Communications in work
areas.

No employee shall be assigned, or al-
lowed, or be required to perform work
alone in any area where hazardous con-
ditions exist that would endanger his
safety unless he can communicate with
others, can be heard, or can be seen.

§77.1701 Emergency communications;
requirements.
(a) Each operator of a surface coal
mine shall establish and maintain a
communication system from the mine
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§77.1702

to the nearest point of medical assist-
ance for use in an emergency.

(b) The emergency communication
system required to be maintained
under paragraph (a) of this section may
be established by telephone or radio
transmission or by any other means of
prompt communication to any facility
(for example, the local sheriff, the
State highway patrol, or local hospital)
which has available the means of com-
munication with the person or persons
providing emergency medical assist-
ance or transportation in accordance
with the provisions of paragraph (a) of
this section.

§77.1702 Arrangements for emergency
medical assistance and transpor-
tation for injured persons; report-
ing requirements; posting require-
ments.

(a) Each operator of a surface coal
mine shall make arrangements with a
licensed physician, medical service,
medical clinic, or hospital to provide
24-hour emergency medical assistance
for any person injured at the mine.

(b) Each operator shall make ar-
rangements with an ambulance service,
or otherwise provide for 24-hour emer-
gency transportation for any person in-
jured at the mine.

(c) Each operator shall, on or before
September 30, 1971, report to the Coal
Mine Health and Safety District Man-
ager for the district in which the mine
is located the name, title and address
of the physician, medical service, med-
ical clinic, hospital, or ambulance serv-
ice with whom arrangements have been
made, or otherwise provided, in accord-
ance with the provisions of paragraphs
(a) and (b) of this section.

(d) Each operator shall, within 10
days after any change of the arrange-
ments required to be reported under
the provisions of this section, report
such changes to the Coal Mine Health
and Safety District Manager. If such
changes involve a substitution of per-
sons, the operator shall provide the
name, title, and address of the person
substituted together with the name
and address of the medical service,
medical clinic, hospital, or ambulance
service with which such person or per-
sons are associated.

(e) Each operator shall, immediately
after making an arrangement required

30 CFR Ch. I (7-1-11 Edition)

under the provisions of paragraphs (a)
and (b) of this section, or immediately
after any change, of such agreement,
post at appropriate places at the mine
the names, titles, addresses, and tele-
phone numbers of all persons or serv-
ices currently available under such ar-
rangements to provide medical assist-
ance and transportation at the mine.

(Pub. L. No. 96-511, 94 Stat. 2812 (44 U.S.C.
3501 et seq.))

[36 FR 9364, May 22, 1971, as amended at 36
FR 13143, July 15, 1971; 60 FR 33723, June 29,
1995]

§77.1703 First-Aid
visory employees.

training; super-

The mine operator shall conduct
first-aid training courses for selected
supervisory employees at the mine.
Within 60 days after the selection of a
new supervisory employee to be so
trained, the mine operator shall certify
by signature and date the name of the
employee and date on which the em-
ployee satisfactorily completed the
first-aid training course. The certifi-
cation shall be kept at the mine and
made available on request to an au-
thorized representative of the Sec-
retary.

[56 FR 1478, Jan. 14, 1991]

§77.1704 First aid training program;
availability of instruction to all
miners.

On or before December 30, 1971, each
operator of a surface coal mine shall
make available to all miners employed
in the mine a course of instruction in
first aid conducted by the operator or
under the auspices of the operator, and
such a course of instruction shall be
made available to newly employed
miners within 6 months after the date
of employment.

§77.1705 First aid training program;
retraining of supervisory employ-
ees; availability to all miners.

Beginning January 1, 1972, each oper-
ator of a surface coal mine shall con-
duct refresher first aid training pro-
grams each calendar year for all se-
lected supervisory employees and make
available refresher first aid training
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